AMENDMENT NO. 2 JULY 2018 
TO 
IS 733 : 1983 SPECIFICATION FOR WROUGHT 
ALUMINIUM AND ALUMINIUM ALLOY BARS, 
RODS AND SECTIONS 
(FOR GENERAL ENGINEERING PURPOSES) 


(Third Revision) 

[Page 3, clause 0.2 b)] — Substitute ‘IS 2590 : 1987 Primary aluminium 
ingots for remelting for general engineering purposes (second revision), for 
‘IS : 2590-1979*?. 

(Page 3, Footnote *) — Delete. 

(Page 4, clause 2.1, line 1) —Substitute ‘IS 5047 (Part 1) : 1986 Glossary 
of terms relating to aluminium and aluminium alloys : Part 1 Unwrought and 
wrought metals (second revision), IS 5047 (Part 2) : 1979 Plant and operations, 
thermal treatment, control, testing and finishing and IS 5047 (Part 3) : 1979 
Geometrical properties and tolerance, structural and surface defects’ for 
‘IS 5047 (Part 1)-1979 to IS 5047 (Part 3)-1979*’. 

(Page 4, Footnote *) — Delete. 

(Page 4, clause 3.1) — Substitute ‘IS 1387 : 1993 General 
requirements for the supply of metallurgical materials (second revision)’ for 
‘IS : 1387-19677’. 

(Page 4, Footnotet) — Delete. 


(Page 5, clause 6.1) — Substitute ‘IS 5052 : 1993 Aluminium and its 
alloys — Temper designations (first revision)’ for ‘IS : 5052-19697’. 


(Page 5, Footnote +) — Delete. 
(Page 6, clause 8.3.1, line 2) —Substitute ‘F’ for ‘M’. 
(Page 6, clause 8.3.1, line 3) —Substitute ‘T4’ for ‘W’ and ‘T6’ for ‘WP’. 


(Page 6, clause 8.3.2) — Substitute ‘T4’ for ‘W’ and ‘T6' for ‘WP’. 
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(Page 6, clause 8.3.3) — Substitute ‘T4’ for ‘W’ and ‘T6' for ‘WP’. 

(Page 6, clause 8.3.4) —Substitute ‘TS’ for ‘P’ and ‘T6' for ‘WP’. 

(Page 6, clause 9.1) — Substitute ‘IS 1608 (Part 1) : 2018 Metallic 
materials — Tensile testing : Part 1 Method of test at room temperature (fourth 
revision)’ for ‘IS:1816-1979*’. 

(Page 6, Footnote*) — Delete. 

(Pages 9, 10 and 11, Table 2, col 2) — Substitute the following: 

‘F’ for ‘M’ , ‘T4’ for ‘W’ , TS’ for ‘P’ & ‘T6’ for ‘WP’. 


(Page 11, Table 2, Footnote*) — Substitute ‘F’ for ‘M’. 
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